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SECURITY for ENTRY DOORS 

Segurldad Para las puertas de la entrada 

The NIGHTLOCK uses 
the strength of the floor. 
It can withstand 
tremendous force. 
Anchored securely to 
the floor, this beautlful 
Door Lock adds 
security to your 
entry doors. 

Comes Complete with: 

1 FlocrPlat& 

1 LockRail 

3 M*:l*'lJScnMs(#14 X 2') 

3 PlaalcAncbara, fDr11'1CU8'ig on 
c:anart«af1Dr911Dcn. 

EasyToUse 
Simply slide the Lock Rail 
into the Floor Plate to lock 
the door. Removing the Lock 
Rail allows the door to swing 
freely above the Floor Plate. 

PATENT # 5,454,610 

El NIGHTLOCK utiliza 
la fuarza dal plso. 
Puede soportar 
la enorme fuerza. 
Anclado con seguridad 
al piso, esta cerradura 
hermosa de la puarta 
agrega seguridad 
a sus puertas de la 
entrada. 

Vlene completo con: 
1 placa de plso 

1 aiml de la cerracluni 

3 tomlllol que empantfan (#14 x 2") 

3 anclas plisllcaa para montar 
encendldo cemenlo o pled111 p!IOI. 

Ficll de usar 
Resbale simplemente el canil de 
la cerradura dentro de la placa de 
piso para trabar la puerta. Quitar 
el carril de la cerradura permite 
que la puerta haga pivotar 
libremente sobre el piso placa. 
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For Standard and French Double Doors 
Para las puertas estandares y francesas 

• Taylor Brothers Door Lock 
Flint Michigan 48505 USA 

Ma.de In China 
7 6 Hecho.aChina 

• 
INSTALLATION INSTRUCTIONS 

Place the NIGHTLOCK®, with Lock: Rail engaged, on the floor near opening edge of 
inwardly swinging door, as closely as possible without touching the door ( See Fig. 1 ), 
with Look Rail as shown in ( Fig. 3) or as shown in ( Fig. 4 ). 
The Lock: Rail must slide easily. 

• Use floor plate as a template to locate screw holes. ( See Fig. 2 ) 

• Fer ease of Installation, drlll 3/16" pilot holee. If lnstalllng doer leek on cement, 
stone, or tlle floor, dr111 holes 5/16" to flt plas1lc anchors (Included). 

• Seoorely fasten Floor Plate to the floor with 3 Sc:n3W8 ( #14 x 2• ), Included. 

• Door should swing freely above Floor Plate when Floor Plate Is fastened securely to the 
floor. ( approx. 1/2" clearance needed between door and floor. ) 

FIG.1 
Cuadro 1 

FIG.3 

Tools Needed: 
Power Drill , Screw Driver 

FIG.2 
Cue.dro2 

Herramientas necesitadas: 
Energfa Taladro/conductor 

INSTRUCCIONES DE INSTALACl6N 

• Coloque la NIGHnOCK® , con el carril de la c:erradura enganc:hado, en el piso c:erc:a. del 
borde de la abertura de la puerta intemo que hace pivotar, tan de c:erc:a. como sea posible 
sin el tacto de la puerta. (vea el cuadro 1 ), con bloqueo de riel como se muestra en 
(cuadro 3) o como se muestra en (cuadro 4). 
El carrll de la cerradura debe resbalar fatcllmente. 

• Utilice la place de piso como plantilla para localizar los 

• 
• 

• 
• 

agujeros. (vea el cuadro 2) 

Para la facilidad de la instalaci6n, perfore 3118" los agujeros experimentales • 

SI lnatala la cerradura de la puerta en el oemento, la pledra, o el plso de azulefo, el taladrc 
aguJerea 5/18" caber las ancfaa plaatlcaa (lncfuldaa). Consult& a profealcnal local para las 
exlnlmldades que perforan. 

Sujete con seguridad la placa de piso al piso con 3 tomillos (#14 x 2") incfuy6. 

La puerta debe hacer plvotar llbremente sobre la placa de plso cuando la placa de plso ae 
suJet.a con segurldad al plso. (aproxlmadamente. el 1/Z' separact6n neoeslt6 entre la 
puerta y el plso. 


